1. Adjust the horizontal/vertical beam angle when mounted on the handle backstrap. Loosen the screw knob and spin the light to the left or right to position the light up or down for your preferred angle. Then tighten the screw knob to secure the light in place.

BELT CLIP MOUNTING

1. clips light forward onto belt clip until clips into place.
2. Press down release lever to remove.

BATTERY CAPACITY AND CHARGING INDICATOR

Low battery * Steady Orange
Auto start * Flashing Orange
Auto stop * Steady Orange
Auto start * Flashing Orange - charging
Auto stop * Steady Orange - charging

AUTO SAFE MODE

To prevent battery discharge when power is low, the light will enter safe mode with a light output for 2 mins. Safe mode cannot be overrides. Recharge battery for maximum performance.

BATTERY CHARGING AND CARE

1. Turn off the light.
2. Lift off the rubber cover.
3. Plug the USB cable into charging port.
4. Plug the USB cable into or computer USB socket.
5. Charging indicator will be on, unplug the cable after fully charged.

WARNING

- Do not charge in direct sunlight or other high temperature, and cool down before connecting.
- Do not charge in high temperatures (over 40°C/105°F), which may result in fire or other hazards.
- Do not leave the battery in your car for an extended period of time or in high temperature environments. Make sure the battery is removed from the light before storage.
- Do not disassemble the battery or subject to strong impacts, which may result in short circuit or overheating.
- Do not attempt to charge any battery other than the one designed for this flashlight.

HARDWARE MOUNTING

1. Choose the strap to fit in the handlebar.
2. Make sure the strap is in place of the hook.
3. Hold the light on the handlebar.
4. Wrapping rubber strap around handlebar and tightening strap around hook to secure.
5. Slide the light forward onto bracket until it clicks into place.
6. Press down release lever to remove.